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1.0 Play Product Specifications:

1.1. Play Product Structure: The Jet Stream N°1 VOR-7512.0000 shall be constructed of 304/304L stainless steel structural tubing with an outside diameter of 3" (7.6cm). The lead-free brass spray cap shall be threaded into the stainless steel spray head housing using a tamper-resistant tool. Tamper resistant brass winter cap shall be included. The Embedded anchoring and leveling system shall be used.
 
1.2. Overall play product dimensions: The overall height of the Play Product shall be 0" (0 cm) above ground.


1.3. Play Product Interactivity: Creates visual interest as a concentrated jet of water sprays up in a sleek Jet Stream.

1.4. Hydraulic Activity/Components: The lead-free brass spray cap shall have a single ¼” (6mm) spray hole projecting a vertical stream.

1.5. Hydraulic Requirements: The hydraulic requirements shall be 2-3 gpm (7.6 – 11.3 lpm) @ 5-10 psi (0.4 – 0.7 bar).
[image: ]

7512.0000 


This document is the sole property of Vortex Aquatic Structures Intl Inc.  Reproduction or redistribution in whole or in part without the express written consent of Vortex Aquatic Structures Intl is prohibited.

27/02/2018, Version 1.00
[image: ]

This document is the sole property of Vortex Aquatic Structures Intl Inc.  Reproduction or redistribution in whole or in part without the express written consent of Vortex Aquatic Structures Intl is prohibited.

27/02/2018, Version 1.00
[image: ]
image1.jpeg




image2.png
VORTEX AQUATIC STRUCTURES INTERNATIONAL 328 AVRO, POINTE-CLAIRE, QUEBEC, CANADA H9R 5W5
Email: info@vortex-intl.com - Website: www.vortex-intl.com - Tel: (514) 694.3868 - Fax: (514) 335.5413




